10 11 16 MARKERBOARDS 
PART 1 GENERAL 
1.01 SUMMARY A. Section Includes: This Section specifies markerboards and accessories. 

Specifier Note: Revise Paragraph below to suit project requirements. Add section numbers and titles per CSI MasterFormat and specifiers practice. 

B. Related Requirements: 

Specifier Note: Include in this Paragraph only those sections and documents that directly affect the work of this section. If a reader of this section could reasonably expect to find a product or component specified in this section, but it is actually specified elsewhere, then the related section number(s) should be listed in the Subparagraph below. Do not include Division 00 documents or Division 01 sections since it is assumed that all technical sections are related to all project Division 00 documents and Division 01 sections to some degree. Refer to other documents with caution since referencing them may cause them to be considered part of the Contract. 

1. Section [___]. 1.02 REFERENCES 

Specifier Note: De ne terms that are unique to this Section and are not provided elsewhere in the contract documents. Include in this Article terms that are unique to the work result specified that may not be commonly known in the construction industry. 

A. Definitions: 1. [___]. 

Specifier Note: Paragraph below may be omitted when specifying manufacturer’s proprietary products and recommended installation. Retain References Paragraph when specifying products and installation by an industry reference standard. List retained standard(s) referenced in this section alphabetically. Indicate issuing authority name, acronym, standard designation and title. Establish policy for indicating edition date of standard referenced. Contract Conditions Section 01 42 00 - References may establish the edition date of standards. This Paragraph does not require compliance with standard(s). It is a listing of all references used in this section. Only include here standards that are referenced in the body of the specification in PARTS 1, 2 and/or 3. Do not include references to building codes at any level. 

B. Reference Standards:  

1. ASTM International (ASTM): 

a. ASTM E84-12c – Standard Test Method for Surface Burning Characteristics of Building Materials. 

b. [___]. 
2. [___]. 

Specifier Note: Article below includes submittal of relevant data to be furnished by Contractor before, during or after construction. Coordinate this article with Architect’s and Contractor’s duties and responsibilities in Contract Conditions and Section 01 33 00 - Submittal Procedures. 

1.03 SUBMITTALS 

1. Product Data: Manufacturer’s standard specifications and descriptive literature, including: 

2. Catalog pages and cut-sheets illustrating specified products.  

3. Material Safety Data Sheets (MSDS).  

4. Sample Warranty.  

5. [___].  

B. Shop Drawings: Show information as follows: 

1. Wall panel layout with each panel fully dimensioned and identified by manufacturer’s number.  

2. Verified field dimensions.  

3. Special conditions.  

4. [___].  

Specifier Note: Specify submittals intended to document manufacturer storage, installation and other instructions. 

C. Manufacturer’s Written Instructions, including: 

1. Delivery, storage and handling.  

2. Preparation and Installation.  

3. Maintenance.  

4. [___].  

Specifier Note: Coordinate Article below with Contract Conditions and with Section 01 78 36 - Warranties. 

D. Warranty: Fully executed, issued in [Owner’s] name and registered with manufacturer, including: 1. Manufacturer’s [1-year] warranty, from date of substantial completion, covering defects in materials and workmanship.
 2. [___]. 

1.04 QUALITY ASSURANCE 

A. Installer: Acceptable to manufacturer, experienced in performing work of this section, and specialized in installation of work similar to that required for this project. 

B. [___]. 

1.05 DELIVERY, STORAGE & HANDLING 

A. Deliver materials in accordance with manufacturer’s written instructions.  

B. Deliver materials in manufacturer’s original packaging with identification labels intact.  

C. 
Store materials protected from exposure to harmful weather conditions and at temperature conditions in accordance with manufacturer’s written instructions. 

Specifier Note: USGBC’s LEED® certification includes credits for the diversion of construction waste from land ll. Diversion can be tracked by either weight or volume but must be consistent for all materials. Manufacturer may reclaim packaging and delivery materials for recycling. 

D. Remove packaging materials from site and dispose of at appropriate recycling facilities. 

E. [___]. 

PART 2 PRODUCTS 
Specifier Note: Retain Article below for proprietary method specification. Add product attributes, performance characteristics, material standards and descriptions as applicable. Use of such phrases as or equal, approved equal or similar phrases may cause ambiguity in specifications. Such phrases require verification (procedural, legal and regulatory) and assignment of responsibility for determining or equal products. 

2.01 MARKERBOARDS 

Specifier Note: Include in the following Paragraph manufacturer’s name, address, phone number, fax number, email address and website URL. 


A. Manufacturer: Magnatag Visible Systems. 

1. Contact: 2031 O’Neill Rd., Macedon, NY 14502; Telephone: 800-624-4154; Fax: 315-986-4000; Email: sales@magnatag.com; Website: www.magnatag.com. 

Specifier Note: Substitution procedures must either be in the Contract Conditions or in Section 01 25 00 - Substitution Procedures. Do not include substitution procedures here. 

2. Single Source Responsibility: Provide components and materials specified in this section from a single manufacturer.  

3.   Substitutions: No substitutions permitted.  

Specifier Note: Include an overall description of the system, assembly, product or material. Include required properties or characteristics that do not obviously belong under other titles. Examples: Configuration, size and color. 

B. WhiteWalls: Dry-erase, magnetic-steel, removable, frameless whiteboard wall paneling, for full or partial wall surfacing, with mounting rails and accessories. 

1. Description: 

a. Wall Panel Layout: [As shown on drawings] [As scheduled] [___]. 

1) Materials: 
a) Writing Surface and Edges: Tension-leveled, 22 gauge (0.0299 inches or 0.72 mm) magnetic steel with MagnaLux proprietary white dry-erase finish; fabricated and formed into frameless, self-edged, magnetic whiteboard with fully-rounded corners.
b) The honeycomb core material is made of commercial grade honeycomb kraft paper consisting of 80 percent recycled material.                                                                                   i)   There is no ASTM standard for the honeycomb core      material. 
c) Core: 1⁄2 inch (12.7 mm) cellular fiber. 
d) Weight: 1.35 lb./ft.2.  
e) Back: Textured aluminum sheet is 24 gauge (0.0239inches or 0.607mm).  
f) The aluminum alloy backer specification as defined by ASTM standard B209 is H3105-H234.  

b. Fire Resistance: Class A; Flame Spread 5 or less, Smoke Developed 25 or less; in accordance with ASTM E84. 

2. Installation: Built-in Back-Channel receiver across back of panel fits on wall mounted micro adjustment hanging bracket to mechanically attach panel tight to wall. Each hanging bracket shall include leveling screw. Multi-panel installations shall include seam anchor brackets along the bottom corner of the panel to keep panel seams tight to wall. Panels are removable. 

Specifier Note: Specify each panel required by overall layout. 

3. Panel: 

a. Style: [Plain white] [1 inch (25.4 mm) Ghost-Grid] [2 inch (51 mm) Ghost-Grid] 

Specifier Note: WhiteWall panels are available with custom printed text, photographs, maps, images and colors heat-fused printed into dry-erase surface. 

b. Custom Printing: [As shown on drawings] [As scheduled] [___]. 

Specifier Note: WhiteWall panels require 1-inch (25.4 mm) clearance below ceiling to install on mounting bracket. Set bottom of panels above wall outlets. Use combination of standard and custom sizes, as required, to cover full wall areas. 

c. Size: 
1) 48 inch (1118 mm).  

Specifier Note: WhiteWall panels are available in custom widths less than the standard width. 
3) Custom Width: [As shown on drawings] [As scheduled] [___].  
4) Standard Length: [48 inch (1219 mm)] [60 inch (1524 mm)] [66 inch (1676)] [70 inch (1778)] [72 inch (1829 mm)] [78 inch (1981)] [84 inch (2134 mm)] [90 inch (2286 mm)] [94 inch (2388 mm)] [96 inch (2438 mm)] [98 inch (2489)] [102 inch (2591 mm)] [108 inch (2743mm)] [114 inch (2896 mm)] [118 inch (2997 mm)].  

Specifier Note: WhiteWall panels are available in custom lengths from 48 inches (1168 mm) to 118 inches (2997 mm) in 1⁄2 inch increments. 

5) Custom Length: [As shown on drawings] [As scheduled] [___]. 

4. Micro Adjusting Mounting Brackets: Brackets  is made of anodized aluminum and is suitable for wall construction. Brackets include leveling screw.
a. Width: 0.50 inches  
b. Length: 1.5 inches  
c. Height: 1.75 inches  

2.02 ACCESSORIES 

A. Board Cleaner: [___]. 
B. Dry-Erase Supplies: [___]. 
C. Card Holders and Inserts: [___]. 
D. Magnets: [___]. 
E. Document Display: [___]. 

F. Letters and Numbers: [___]. 
G. [___]. 

PART 3 EXECUTION 
3.01 EXAMINATION 

A. Verify that conditions of work previously installed under other sections or contracts are acceptable for product installation in accordance with manufacturer’s written instructions prior to installation of markerboards. 

1. Notify [Architect] of unacceptable conditions upon discovery. 

2. Proceed with installation only after unacceptable conditions have been corrected. 

B. [___]. 

Specifier Note: Specify actions required to prepare the surface, area or site for incorporation of the section’s primary products. Describe requirements for exposure or removal of existing assemblies, components, products or materials. 

3.02 PREPARATION 

Specifier Note: Specify preparatory work required prior to installation/application/erection of primary products. 

A. Prepare work to receive markerboards in accordance with manufacturer’s written instructions and approved submittals. 

B. [___]. 

3.03 INSTALLATION 

A. Install markerboards in accordance with manufacturer’s written instructions and approved submittals. 

B. [___]. 

3.04 CLEANING 

A. Perform daily progress cleaning.  

B. Upon completion, remove surplus materials, rubbish, tools and equipment.  

C. Collect recyclable waste and dispose of at appropriate recycling facilities.  

D. [___].  

Specifier Note: Specify protection methods completed after installation, but prior to acceptance by the owner. Protection of surrounding areas and surfaces during application or installation is included under PART 3, Preparation. Include only statements unique to this Section. 

Specifier Note: Coordinate the following Article with Section 01 76 00 - Protecting Installed Construction. 

3.05 PROTECTION 
A. Protect installed product from damage during construction in accordance with manufacturer’s written instructions. 
B. Repair or replace adjacent materials damaged by installation of markerboards.  

C. [___].  

3.06 MAINTENANCE 
A. Maintain markerboards in accordance with manufacturer’s written instructions. 
B. [___]. 

END OF SECTION 
